GENERAL NOTES

ILLINDIS STATE LAW REQUIRES A 48-HOUR NOTICE BE GIVEN 7O aLL UTILITIES WITHIN
TRE PROJECT AREA BEFORE DIGGING., FIELD MARKING OF FACILITIES MAY BE OBTAINED
BY CONTACTING JU.L.LE, OR FOR NON~MEMBERS, THE UTILITY COMPANY DIRECTLY.
AGENCTES KNOWN TO HAVE FACILITIES WITHIN THE PROJECT AREA ARE AS FOLLOWS:

* ATRT ILLINOIS

« CARLYLE NORTH WATER COMPANY

« CLINTON COUNTY E£LECTIC COOPERATIVE, INC,

« FRONTIER NORTH, INC.

+ SOUTHWESTEAN ELECTRIC COOPERATIVE, INC.

MEMBERS OF JLU.LLLE, €ALL TOLL FREL {800} 892-0123 OR 811 AND ARE INDICATED BY -,
NON- JLLLLLLE. MEMBERS MUST BL NOTIFIED INDIVIOUALLY.

THE CONTRACTOR AND THE ENGINEER SHALL BE AWARE THAT NG SURVEY WAS PERFORMED FOR
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TYPICAL SECTIONS

~7, SCHEDULES

THIS PROJECT. THE STATIONING, TOPOCRAPHY, AND CQUANTITIES SHOWN IN THE PLANS WERE - STANDARDS

CREATED USINC MICROTILM AND FIELD MEASUREMENTS. ALL SHALL BE ASSUMED 70 BE 000D01-06  STANDARD SYMBOLS, ABBREVIATIONS AND PATTERNS

APPROXIMATE. THE CONTRACTOR SHALL VERIFY DIMENSIONS AND CONDITIONS IM THE FIELD e

PRIOR TG CONSTRUCTION AND ORDERING OF MATERIALS. 442101-07  CLASS B PATCHES

T012831-04 LANE CLOSURE 21, 26, DAY OMLY FOR SPEEDS =45 MPH
NO OVERNIGHT LANE CLOSHRES WILL BE PERMITIED. TOL3-03 LANE CLOSURE 2L, 2W MOVING OPERATIONS - DAY ONLY
TOI336-06  LANE CLOSURE 2L, 2W, WORK AREAS IN SERIES FOR SPEEDS = 45 MPH

THE RESIDEMT ENGIMEER SHALL VERIFY THE EXISTENCE OF HIGHWAY LIGHTING AND/OR 101501-03  TRAEFIC CONTROL DEVICES

INTELLIGENT TRANSPORTATION SYSTEMS (1.5 UTILITIES WITHIM THE PROJECT LIMITS, 780001-04  TYPICAL PAVEMENT MARKINGS

IF HIGHWAY LIGHTIMG AND/OR LT.3, EXISTS WITHIN THE PROJECT LIMITS, AND IF THESE '

1TEMS REQUIRE LOCATING, THE CONTRACTOR SHALL BE DIRECTED TO DO 30 ACCORDING

TO SECTION 803 OF THE STANDARD SPECIFICATIONS. THIS WORK SHALL BE PAID FOR

ACCORDING TO ARTICLE 109.04 OF THE STANDARD SPECIFICATIONS.

ALL TURF AREAS DISTURBED BY THE CONTRACTOR SHALL BE SEEDED WITH THE APPROPRIATE

ERDSION CONTROL, AS DIRECTED BY THE ENGINEER, AT THE CONTRACTOR'S EXPENSE.

“ROAD CONSTRULTION AMEAD” SIGNS SHALL BE PLACED AT EACH END OF THE PROJECT PLUS

THE INTERSECTING SIDE ROADS, AND WILL BE CONSIDERED INCLUDED IN THE TRAFFIG

CONTROL PAY ITEMS. ALL CONSTRUCTION SIGNS SHALL BE 487X 48" FLUORESLENT GRAMGE. COMMITMENTS

FOR STABILIZATION, ALL TYPE 111 BARRICADES REOUIRE A MINIMUM OF FOUR RORE

SAND BAGS PER BARRICADE.
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